MACRON 14-Z AXIS
LINEAR ACTUATOR
TECHNICAL DATA
   
	Illustration 



(click on drawing to enlarge)

	DRIVE OPTIONS 
· Motor Mount 

· NEMA 23 Adapter 

· NEMA 34 Adapter 
· NEMA 42 Adapter 

· Spline Adapters


 

Specifications
	Repeatability
	+/- 0.001 in

	Linear Accuracy
	+/- 0.005 in per 36 in

	Breakaway Torque
	42-44 oz-in 

	Belt Tensile Limit
	1750 lbs

	Belt Running Load
	0-500 lbs

	Travel/Revolution
	150 mm/rev (5.906 in/rev)

	Pulley Diameter
	47.75 mm (1.88 in)

	Pulley Weight (each)
	9.5 oz

	Speed Range
	0-400 in/sec

	Acceleration Exceeding
	9 G's

	Motor Mount/Coupling
	NEMA 23, 34 & 42 (standard)
48, 56 & non-NEMA sizes (optional)


Shipping Weight
	first meter of travel
	TBD*

	additional per meter
	TBD*


Load Capacities 
	Dynamic Horizontal
	TBD*

	Static Horizontal
	TBD*


Inertia Calculation
	~W values * # of actuators
	weight
	inertia

	~weight of cart & hardware
	TBD* lbs
	8.238 lbs-in2

	~weight of belt/meter of travel 
	TBD* lbs/m
	TBD* lbs-in2

	~weight of (two) pulleys
	TBD* lbs
	TBD* lbs-in2

	Total J
	TBD* lbs 
	TBD* lbs-in2


*TBD - To Be Determined by manufacturer at time of application design
