Clutch, Brake, and Clutch-Brake Modules

Description

C-face clutches, brakes and clutch-brakes are available to interface with standard 56C, 145TC, 184TC, and 215TC NEMA
frame motors and gearboxes. Designed to produce greater torque for less cost, these modules feature factory assembly and
testing, one-piece mounting via tie bolts and a motor mount accessory.

Shaft Input Modules are available for belt drives, in the above frame sizes.

Standard open drip proof housings - optional enclosed or washdown duty are also available.
Modules are available with 6,12, 24, or 90 VDC magnets.

Spring Set Holding brakes are also offered.

Complete information is shown for each product - including specifications, drawings, dimensions, parts list and information
for ordering.
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Clutch-Brake Modules Selection
Selection Chart — Open & Enclosed C-Face Modules
Spring-Set
HP RPM NEMA Frame Clutch-Brake Brake Holding Brake Clutch
1/4 1800 48YC/56C CBP-56-22 (-E) BP-56-22 SSBP-56-6 CP-56-22
1200 48YC/56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3600 48YC/56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1/3 1800 48YC/56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1200 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3600 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1/2 1800 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1200 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3600 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3/4 1800 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1200 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1200 143TC CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
3600 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1800 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
1 1800 143TC CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
1200 56C CBP-56-22 BP-56-22 SSBP-56-10 CP-56-22
1200 145TC CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
3600 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3600 143TC CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
1-1/2 1800 56C CBP-56-22 BP-56-22 SSBP-56-10 CP-56-22
1800 145TC/184C CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
1200 145TC/184C CBP-145-32 BP-145-22 SSBP-145-10 CP-145-32
3600 56C CBP-56-22 BP-56-22 SSBP-56-6 CP-56-22
3600 143TC CBP-145-22 BP-145-22 SSBP-145-10 CP-145-22
1800 56C CBP-56-32 BP-56-22 SSBP-56-10 CP-56-32
2 1800 145TC/184C CBP-145-32 BP-145-22 SSBP-145-10 CP-145-32
1800 182TC/213C CBP-184-125 BP-184-125 - -
1200 145TC/184C - BP-145-22 - -
1200 182TC/184C/213C CBP-184-125 BP-184-125 - -
3600 145TC/184C CBP-145-32 BP-145-22 SSBP-145-10 CP-145-32
3 1800 145TC/184C - BP-145-22 - -
1800 182TC/184TC/213C CBP-184-125 BP-184-125 - -
1200 184TC/213C/215C CBP-184-125 BP-184-125 - -
3600 145TC/184C - BP-145-32 - -
3600 184TC/213C CBP-184-125 BP-184-125 - -
5 1800 145TC/184C - BP-145-32 - -
1800 184TC/213C CBP-184-125 BP-184-125 - -
1200 215TC CBP-215-125 BP-215-125 - -
3600 184TC CBP-184-125 BP-184-125 - -
7-1/2 3600 213TC CBP-215-125 BP-215-125 - -
1800 213TC CBP-215-125 BP-215-125 - -
10 3600 215TC - BP-215-125 - -
1800 215TC - BP-215-125 - -
15 3600 215TC - BP-215-125 - -

Sold & Serviced By:
Use this chart when the cycle rate is less than 15 CPM. p N

For applications where the starts and/or stops exceed 15 CPM, heat dissipation capabilities should be considered in addition to rqu‘LvEQTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099

B-2 www.electromate.com

sales@electromate.com

(Refer to Engineering Section M.)
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Clutch-Brake Modules Open Drip Proof

Models
@® CBP-56-22 Factory Assembled
@® CBP-56-32 and Tested
Spline Drive
® cCP-56-22 56C Flange
® CP-56-32
BP-56-22
BP-56-32
Clutch-Brake Module or Clutch Module
6.75 4.69 — I]_e/gdtv“i':g Length 36" L.C.
: 2.77
3/16 x 3/32 s ?50*1 15 ﬁéx;ysm
M ]ASS-‘ p (ﬁ—
== 1.60 ?‘{‘E
ot
—— —t (Il/‘\\l/
3/8-16 @ >
External \ ’ 3/8-16
Thread Internal
le—.60 Thread
. 5. 5.8
Pilot B.C. B.C. Pilot
Brake Module
— 3.12 — 1/2 N.PT.
Leadwire Length 36" L.G.
6.75 119 / 3/16 x 3/32
3/16 x 3/32 20de 115
J‘a I-1.88—
C-Wl 1.60 C 1
q | e \
A —-0 - PAN/AN
_ D=
3/8-16 fol &) S .
e = S

Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM

Wt. | Torque | Speed |Voltage|Current
Model No. | Lbs. in. Ib. RPM vdc amps 0 300 | 600 | 900 (1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBP-56-22 16
CP-56-22 12 264 3600 90 .18 264 | 216 | 192 180 168 156 156 144 132 120
BP-56-22 8
CBP-56-32 16
CP-56-32 | 12 384 | 3600 90 .18 384 | 312 | 276 | 264 | 240 | 228 | 228 | 216 | 192 | 168
BP-56-32 8
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
Model No.
CBP-56-22 CBP-56-32 CP-56-22 CP-56-32 BP-56-22 BP-56-32
12 Volts 304194-26 - - - - -
24 Volis 304194-27 | 304294-27 | 304196-27 | 304296-27 | 304195-27 | 304295-270/4 g Serviced By:
90 Volts 304194-28 | 304294-28 | 304196-28 | 304296-28 | 304195-28 304295-28@‘ ELECTROMATE

To order use number shown in table above: example — for 90 volt CBP-56-22, order 304194-28. Toll Free Phone (877) SERV098

For controls, see Section K. Toll Free Fax (877) SERV099
B-4 www.electromate.com
sales@electromate.com



Open Drip Proof

Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.

Clutch-Brake Module

Clutch Module

Brake Module

ltem |Qty. Description CBP-56-22 | CBP-56-32 | CP-56-22 CP-56-32 BP-56-22 BP-56-32
1 1 Output Key DY-11212 DY-11212 DY-11212 DY-11212 DY-11212 DY-11212
2 1 Retaining Ring DY-1102 DY-1102 DY-1102 DY-1102 DY-1102 DY-1102
3 3 ®| Bearing DY-11500 DY-11500 DY-11500 DY-11500 DY-11500 DY-11500
4 3 Nut RY-20113 RY-20113 RY-20113 RY-20113 RY-20113 RY-20113
5 4 Hex Nut 326850 326850 326850 326850 326850 326850
6 4 Stud 326851-4 326851-4 326851-4 326851-4 326851-3 326851-3
7 1 Brake End Bell 650337-3 650337-3 650337-3 650337-3 650337-4 650337-4
8 1 Washer 326960 326960 326960 326960 - -
9 1 Brake Shaft 650340-7 650340-7 650340-7 650340-7 650376-1 650376-1
10 | 2 A| Armature 304396-8 304396-8 304396-8 304396-8 304396-8 304396-8
11 1 Rotor 304527-7 304527-12 | 304527-7 304527-12 | - -
12 |2 Setscrew RY-20020 RY-20020 RY-20020 RY-20020 RY-20020 RY-20020
13 |1 Clutch End Bell 650356-4 650356-4 650356-4 650356-4 - -
14 |2 Screw DY-1120 DY-1120 DY-1120 DY-1120 - -
15 |1 Washer 326961 326961 326961 326961 - -
17 |3 Screw (not shown) - - RY-20316 RY-20316 - -
18 |1 Bearing Support (not shown) - - 304440-7 304440-7 - -
19 |3 Screw (not shown) DY-9980 DY-9980 DY-9980 DY-9980 - -
20 |2 Washer (not shown) DY-10393 DY-10393 DY-10393 DY-10393 - -
21 | 2 A| Retaining Ring (not shown) RY-20310 RY-20310 RY-20310 RY-20310 RY-20310 RY-20310
A 1 Brake Field
12 Volts 304352-6 304352-11 | - - 304352-6 304352-11
24 Volts 304353-6 304353-11 | - - 304353-6 304353-11
90 Volts 304354-6 304354-11 | - - 304354-6 304354-11
B 1 Clutch Field
12 Volts 304332-11 | 304332-12 | 304332-11 | 304332-12 | - -
24 Volts 304333-11 | 304333-12 | 304333-11 | 304333-12 | -  Sold & Sericed By:
90 Volts 304334-11 | 304334-12 | 304334-11 | 304334-12

-~ (<J [ELECTROMATE

® Qty. 1 on Brake Module
A Qty. 1 on Clutch Module and Brake Module

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.coBy5
sales@electromate.com



Clutch-Brake Modules Open Drip Proof

Models
@® CBP-145-22 Factory Assembled
@ CBP-145-32 and Tested
Spline Drive
® CP-145-22 143TC/143TC Flange
® CP-145-32
BP-145-22
BP-145-32

Clutch-Brake Module or Clutch Module

1/2 NPT
Leadwire Length 36" L.G.
6.75 O.D.
3/16 x3/16
—
XTI
Vo'
e g’g\ﬁ‘\

4.69 ——=,/ Brake-Orange
2.77 Clutch-White
25— 2507 s 3/16x3/16
» Keyway
as
[/
(5
e

< | T
\@) ¢ﬂ_ N %
> ST ¢

External
Thread

Brake Module

— 3.12 1/2 N.PT.

Leadwire Length 36" L.G.

6.75

‘1.19T

3/16x3/16

]
o '
——— 3 T
L
©
3
1

3/8x16
External

Thread

Pilot B.C.

Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM

Wt. | Torque | Speed |Voltage|Current
Model No. | Lbs. | in.Ib. | RPM vdc | amps 0 | 300 | 600 | 900 |1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBP-145-22( 16
CP-145-22] 12 264 3600 90 .18 264 | 216 | 192 | 180 | 168 156 | 156 | 144 | 132 | 120
BP-145-22| 8
CBP-145-32| 16
CP-145-32| 12 384 3600 90 .18 384 | 312 | 276 | 264 | 240 228 | 228 | 216 | 192 | 168
BP-145-32( 8
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
Model No.

CBP-145-22 | CBP-145-32 | CP-145-22 | CP-145-32 | BP-145-22 | BP-145-32
24 Volts | 304194-31 | 304294-31 | 30419631 | 304296-31 | 304195-31 | 304295-3L 4 5 serviced y:

90 Volts 304194-32 | 304294-32 | 304196-32 | 304296-32 | 304195-32 304295-3Wr ELECTROMATE
To order use number shown in table above: example — for 90 volt CBP-145-22, order 304194-32.
Toll Free Phone (877) SERV098

For controls, see Section K.
Toll Free Fax (877) SERV099
B-6 www.electromate.com
sales@electromate.com




Open Drip Proof

Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module Clutch Module Brake Module
ltem| Qty. | Description CBP-145-22 | CBP-145-32| CP-145-22 | CP-145-32 | BP-145-22 BP-145-32

1 1 Output Key DY-11212 DY-11212 DY-11212 DY-11212 DY-6529 DY6529
2 1 Retaining Ring DY-1102 DY-1102 DY-1102 DY-1102 DY-1102 DY1102
3 3e Bearing DY-11500 DY-11500 DY-11500 DY-11500 DY-11500 DY11500
4 3 Nut RY-20113 RY-20113 RY-20113 RY-20113 RY-20113 RY20113
5 4 Hex Nut 326850 326850 326850 326850 326850 326850
6 4 Stud 326851-4 326851-4 326851-4 326851-4 326851-3 326851-3
7 1 Brake End Bell 650337-3 650337-3 650337-3 650337-3 650337-4 650337-4
8 1 Washer 326960 326960 326960 326960 - -
9 1 Brake Shaft 650340-8 650340-8 650340-8 650340-8 650376-2 650376-2
10 | 2v| Armature 304396-8 304396-8 304396-8 304396-8 304396-8 304396-8
11 1 Rotor 304527-8 304527-13 | 304527-8 304527-13 | - -
12| 2 Setscrew RY20020 RY-20020 RY-20020 RY-20020 RY-20020 RY20020
13| 1 Clutch End Bell 650356-4 650356-4 650356-4 650356-4 - -
14| 2 Screw DY-1120 DY-1120 DY-1120 DY-1120 - -
15| 1 Washer (not shown) 326961 326961 326960 326961 - -
17 | 3 Screw - - RY20316 RY-20316 - -
181 1 Bearing Support (not shown)| — - 304440-7 304440-7 - -
19| 3 Screw (not shown) DY-9980 DY-9980 DY-9980 DY-9980 - -
20| 2 Washer (not shown) DY-10393 DY-10393 DY-10393 DY-10393 - -
21 2 ¥| Retaining Ring (not shown) RY-20310 RY-20310 RY-20310 RY-20310 RY-20310 RY20310
A 1 Brake Field

24 Volts 304353-6 304353-11 | - - 304353-6 304353-11

90 Volts 304354-6 304354-11 | - - 304354-6 304354-11
B 1 Clutch Field

24 Volts 304333-11 304333-12 | 304333-11 304333-12 Sold & Serliced By:

90 Volts 304334-11 304334-12 | 304334-11 304334-12

- &F

® Qty. 1 on Brake Module
V¥ Qty. 1 on Brake Module or Clutch Module

ELEEGTROMATE

Toll Free Phone (877) SERV098

Toll F

ree Fax (877) SERV099

www.electromate.cosy7
sales@electromate.com



B-8

Clutch-Brake Modules

Models

@ CBP-184-125

BP-184-125

1/4x1/8
Keyway

Open Drip Proof

Factory Assembled
and Tested

Spline Drive
182TC/184TC Flange

Clutch-Brake Module

7.75
—3.25 —
F2.25 26 —1—2.60 — 1/4x1/8
r' -I L —1/2 NPT
—1.75-
> 1

Brake Module

18—

4.69
—3.25 —
--1.25-] 26— — 2.60

\1/2.13

T
H i L1178

Technical Data and Torque (In. Lb.)

Static | Max. | Coil |[* Rated RPM
Wt. | Torque | Speed|Voltage |Current
Model No. | Lbs. | in.Ib. | RPM | vdc | amps 0O | 300 | 600 | 900 | 1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBP-184-125| 49
1500 | 3600 | 90 .46 |1500 (1320 | 1140 | 1020 | 960 | 900 | 804 | 636 | 516 | 420
BP-184-125| 31
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
Model No.
CBP-184-125 | BP-184-125
24 Volts | 307194-151 | 307195-27 Sold & Serviced By:
90 Volts 307194-152 307195-28 @ ELECTROMATE

To order use number shown in Table above: example — for 90 volt CBP-184-125, order 307194-152.

For controls, see Section K.

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Open Drip Proof Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module Brake Module
ltem | Qty. Description CBP-184-125 BP-184-125
1 2 Key 326770 326770
2 1 Retaining Ring RY-20191 RY-20191
3 1 @ | Retaining Ring RY-20114 DY-11268
4 4 Tie Bolt 650378 650378-1
5 2 Assembly Screw RY-20193 -
6 2 + | Bearing RY-20115 RY-20115
7 1 Housing 650377 650388
8 1 Bearing Spacers 326699 -
9 1 Washer 326769-2 -
10 1 Splined Shaft 650340-20 -
11 1 Cap Screw DY-10278 -
12 1 Wire Clip 36-42-3 -
13 2 + | Armature 307382-1 307382-2
14 1 Rotor 307820-11 -
15 2 Setscrew - 100804
16 1 Rotor Hub 307751-8 -
17 1 Retaining Ring 327064 -
18 1 Bearing RY-20210 -
19 2 Retaining Ring DY-15117 -
20 1 End Cap 650380-3 -
21 8 Screw (not shown) DY-644 RY-20276
22 |12 M| Washer (not shown) DY-4498 101263
23 6 Screw (not shown) - 101281
24 1 Brake Shaft - 650341-7
25 1 Brake Hub - 307454-1
26 1 Retaining Ring (not shown) - RY-20336
A 1 Brake Field
24 Volts 307353-4 307353-1
90 Volts 307354-4 307354-1
B 1 Clutch Field
24 Volts 307713-5 - o & Servicod B
90 Volts 307714-5 - 0 erviced By:
J ELECTROMATE
+ Qty. 1 on Brake or Clutch Module @® Qty. 2 on Brake Module
Bl Qty. 8 on Brake Module sk Current design armatures are solid. Toll Free Phone (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.coBy9
sales@electromate.com



Clutch-Brake Modules Open Drip Proof

Models

@® CBP-215-125 Factory Assembled

and Tested
BP-215-125 Spline Drive
213TC/215TC Flange
Clutch-Brake Module
5/16 x 5/32 8.501 L3 25_7'75
Keyway k225 26 —1—3.10— 5/16 x5/32
7.25B.C. .18 — l-— /r'I/Z NPT
- ~2.31
L 1.3/8"
9.50 -
Z1-3/8" \ 1/2-13 gag7  BC
Pilot
Brake Module
— 4.69
—3.25
~1.25 26 3.10
%] Wr
| | |
L f237
P — |
‘r; I
2 —l L 1-3/8"

Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM
Wt. |Torque | Speed |Voltage| Current
Model No. Lbs. |in.lb. | RPM vdc | amps 0O |[300 |600 |[900 |1200 |1500 | 1800 | 2400 | 3000 | 3600

CBP-215-125| 49
1500 | 3600 90 46 11500 {1320 |1140 |1020 | 960 | 900 | 804 | 636 | 516 | 420
BP-215-125| 31

* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.

Model No.
CBP-215-125| BP-215-125

24 Volts [ 307194-155 | 307195-31 Sold & Serviced By:
90 Volts | 307194-156 | 307195-32

To order use number shown in table above: example — for 90 volt CBP-215-125, order 307194-156. @ ELECTROMATE

For controls, see Section K. Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com

B-10



Open Drip Proof Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module Brake Module
ltem | Qity. Description CBP-215-125 BP-215-125
1 2 Key 326771 326771
2 1 Retaining Ring RY-20191 RY-20191
3 1 @ | Retfaining Ring RY-20114 DY-11268
4 4 Tie Bolt 650378 650378-1
5 2 Assembly Screw RY-20193 -
6 2 % | Bearing RY-20115 RY-20115
7 1 Housing 650377 650388
8 1 Bearing Spacer 326699 -
9 1 Washer 326769-2 -
10 1 Splined Shaft 650340-21 -
11 1 Cap Screw DY-10278 -
12 1 Wire Clip 36-42-3 -
13 2 +*| Armature 307382-1 307382-2
14 1 Rotor 307820-11 -
15 2 Setscrew - 100804
16 1 Rotor Hub 307751-9 -
17 1 Retaining Ring 327064 -
18 1 Bearing RY-20210 -
19 2 Retaining Ring DY-15117 -
20 1 End Cap 650380-3 -
21 8 Screw DY-644 RY-20276
22 | 12 W | Washer DY-4498 101263
23 6 Screw (not shown) - 101281
24 1 Brake Shaft - 650341-8
25 1 Brake Hub - 307454-2
26 1 Retaining Ring (not shown) - RY-20336
A 1 Brake Field
24 Volts 307353-4 307353-1
90 Volts 307354-4 307354-1
B 1 Clutch Field
g?) xz:: gg;;} i-g - Sold & Serviced By:
) _ &P}
%+ Qty. 1 on Brake or Clutch Module @® Qty. 2 on Brake Module ELECTROMATE
Bl Qty. 8 on Brake Module % Current design armatures are solid. Toll Free Phone (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.cani 1
sales@electromate.com



Clutch-Brake Modules

Models
o
o

CBP-56-22-E
CBP-56-32-E

BP-56-22-E
BP-56-32-E

6.75

External
Thread

3/16 x 3/32

6.75

3/16 x 3/32

3/8-16
External
Thread

Clutch-Brake Module

a

1/2 N

15

7

PT

=1 .88W

1/2 N.PT.
Leadwire Length 36" L.G.

)
——

Enclosed Housing

Factory Assembled

and Tested

Spline Drive
56C Flange

1/~ Leadwire Length 36" L.G.
3/16 x 3/32

Technical Data and Torque (In. Lb.)

Static | Max. Coil |* Rated RPM
Wt. | Torque | Speed |Voltage|Current
Model No. | Lbs. in. Ib. | RPM vdc amps 0 300 | 600 | 900 | 1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBRo6-22.E1 16 1 564 | 3600 | 90 18 | 264 | 216|192 | 180 | 168 | 156 | 156 | 144 | 132 | 120
BP-56-22-E| 8 )
CBP-56-32-E| 16
384 3600 90 .18 384 | 312 | 276 | 264 | 240 228 | 228 | 216 | 192 | 168
BP-56-32-E| 8
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
Model No.
CBP-56-22-E |CBP-56-32-E| BP-56-22-E | BP-56-32-E
24 \olts | 304194-89 | 304294-89 | 304195-89 | 304295-89 Sold & Serviced By:
90 Volts 304194-90 | 304294-90 | 304195-90 | 304295-90

To order use number shown in table above: example — for 90 volt

CBP-56-22-E, order 304194-90. For controls, see Section K.

& ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Enclosed Housing

Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module Brake Module
ltem | Qty. Description CBP-56-22-E |CBP-56-32-E | BP-56-22-E | BP-56-32-E

1 1 Output Key DY-11212 DY-11212 DY-11212 DY-11212
2 1 Retaining Ring DY-1102 DY-1102 DY-1102 DY-1102
3 3 @ | Bearing DY-11500 DY-11500 DY-11500 DY-11500
4 3 Nut RY-20113 RY-20113 RY-20113 RY-20113
5 4 Hex Nut 326850 326850 326850 326850
6 4 Stud 326851-4 326851-4 326851-3 326851-3
7 1 Brake End Bell 650337-7 650337-7 650337-8 650337-8
8 1 Washer 326960 326960 - -
9 1 Brake Shaft 650340-7 650340-7 650376-1 650376-1
10 | 2 A| Armature 304396-8 304396-8 304396-8 304396-8
11 11 Rotor 304527-7 304527-12 | - -
12 | 2 Setscrew RY-20020 RY-20020 RY-20020 RY-20020
13 |1 Clutch End Bell 650356-6 650356-6 - -
14 | 2 Screw DY-1120 DY-1120 - -
15 |1 Washer 326961 326961 - -
17 | 3 Screw (not shown) - - - -
18 |1 Bearing Support (not shown) - - - -
19 |3 Screw (not shown) DY-9980 DY-9980 - -
20 | 2 Washer (not shown) DY-1548 DY-1548 - -
21 | 2 A| Retaining Ring (not shown) RY-20310 RY-20310 RY-20310 RY-20310
A 1 Brake Field

24 Volts 304353-6 304353-11 | 304353-6 304353-11

90 Volts 304354-6 304354-11 | 304354-6 304354-11
B 1 Clutch Field

24 Volts 304333-11 304333-12 | - - Sold & Serviced By:

90 Volts 304334-11 304334-12 | - - ?} ELECTROMATE

@ Qty. 1 on Brake Module
A Qty. 1 on Clutch Module and Brake Module

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.cani 3
sales@electromate.com



Clutch-Brake Modules

Models
@ CBP-145-22-E
® CBP-145-32-E

BP-145-22-E
BP-145-32-E

6.75 O.D.
3/16 x3/16

6.75
3/16 x3/16

3/8x16
External
Thread

Clutch-Brake Module

1/2 NPT
Leadwire Length 36" L.G.

~.15

1 .88-}

Brake-Orange
Clutch-White

.60

Brake Module

—1.19 —

— 3.12 ——

1/2 N.PT.

Enclosed Housing

Factory Assembled
and Tested

Spline Drive
143TC/143TC Flange

3/16 x3/16

3/8-16
Internal

Thread

/ Leadwire Length 36" L.G.

3/16x3/16

Technical Data and Torque (In. Lb.)

Static | Max. Coil |* Rated RPM
Wt.| Torque | Speed | Voltage |Current
Model No. [Lbs.| in.lb. | RPM vdc amps 0 300 | 600 | 900 |1200 | 1500 | 1800 | 2400 | 3000 | 3600
COP 1452281181 64 | 3600 | 90 18 | 264|216 | 192 | 180 | 168 | 156 | 156 | 144 | 132 | 120
BP-145-22-E | 8 )
CBP-145-32-E| 16
384 3600 90 .18 384 | 312 | 276 | 264 | 240 228 | 228 | 216 | 192 | 168
BP-145-32-E | 8
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
Model No.
CBP-145-22-E|CBP-145-32-E| BP-145-22-E | BP-145-32-E
24 Volts 304194-93 | 304294-93 | 304195-93 | 304295-93 Sold & Serviced By
90 Volts 304194-94 304294-94 | 304195-94 | 304295-94

(J ELECTROMATE

To order use number shown in table above: example — for 90 volt CBP-145-22-E, order 304194-94
For controls, see Section K.

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Enclosed Housing

Clutch-Brake Modules - Replacement Parts

Replacement Parts

Sold & Serviced By:

Model No.
Clutch-Brake Module Brake Module
ltem| Qty. | Description CBP-145-22-E |CBP-145-32-E| BP-145-22-E | BP-145-32-E
1 1 Output Key DY-11212 DY-11212 DY-6529 DY-6529
2 1 Retaining Ring DY-1102 DY-1102 DY-1102 DY-1102
3 3e Bearing DY-11500 DY-11500 DY-11500 DY-11500
4 3 Nut RY-20113 RY-20113 RY-20113 RY-20113
5 4 Hex Nut 326850 326850 326850 326850
6 4 Stud 326851-4 326851-4 326851-3 326851-3
7 1 Brake End Bell 650337-7 650337-7 650337-4 650337-4
8 1 Washer 326960 326960 - -
9 1 Brake Shaft 650340-8 650340-8 650376-2 650376-2
10 | 2v| Armature 304396-8 304396-8 304396-8 304396-8
11 1 Rotor 304527-8 304527-13 - -
12| 2 Setscrew RY-20020 RY-20020 RY-20020 RY-20020
13 1 Clutch End Bell 650356-6 650356-6 - -
14| 2 Screw RY-20374 RY-20374 - -
151 1 Washer (not shown) 326961 326961 - -
171 3 Screw - - - -
181 1 Bearing Support (not shown)| — - - -
191 3 Screw (not shown) DY-9980 DY-9980 - -
20| 2 Washer (not shown) DY-1548 DY-1548 - -
21 2v Retaining Ring (not shown) RY-20310 RY-20310 RY-20310 RY-20310
A 1 Brake Field
24 Volts 304353-6 304353-11 304353-6 304353-11
90 Volts 304354-6 304354-11 304354-6 304354-11
B 1 Clutch Field
24 Volts 304333-11 304333-12 - -
90 Volts 304334-11 304334-12 - -

@® Qty. 1 on Brake Module
V¥ Qty. 1 on Brake Module or Clutch Module

& ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.cani 5
sales@electromate.com



Clutch-Brake Modules Enclosed Housing

Models
@® CBP-184-125-E Factory Assembled
and Tested
Spline Drive

182TC/184TC Flange

Clutch-Brake Module

1/4x1/8 . 7.75
K 25—
eyway L 225 26— — 260 1/4x1/8

1.75-

T e L —
L 1.1/8"
9.50 , .
['I ]/8" \_ B.C.
- 1/2-13 8.497

Technical Data and Torque (In. Lb.)

Static | Max. | Coil |* Rated RPM
Wit. | Torque | Speed|Voltage [Current
Model No. | Lbs.| in.lb. | RPM | vdc amps 0

CBP-184-125-E[ 49 | 1500 | 3600 | 90 46 |1500 (1320 | 1140 | 1020 | 960 | 900 | 804 | 636 | 516 | 420

300 | 600 | 900 | 1200 | 1500 | 1800 | 2400 | 3000 | 3600

Refer to Section M for torque and heat dissipation curves.
* Rated Current for 90v

Model No.
CBP-184-125-E

24 Volts | 307194-159
90 Volts | 307194-160

To order use number shown in Table above:
example — for 90 volt CBP-184-125-E, order 307194-160.
Sold & Serviced By:

For controls, see Section K. @ ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
B-16 www.electromate.com
sales@electromate.com



Enclosed Housing Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module
ltem | Qty. Description CBP-184-125-E
1 2 Key 326770
2 1 Retaining Ring RY-20191
3 1 Retaining Ring RY-20114
4 4 Tie Bolt 650378
5 2 Assembly Screw RY-20193
6 2 Bearing RY-20115
7 1 Housing 650377-1
8 1 Bearing Spacers 326699
9 1 Washer 326769-2
10 1 Splined Shaft 650340-20
11 1 Cap Screw DY-10278
12 1 Wire Clip 36-42-3
13 2 Armature 307382-1
14 1 Rotor 307820-11
15 2 Setscrew -
16 1 Rotor Hub 307751-8
17 1 Retaining Ring 327064
18 1 Bearing RY-20210
19 2 Retaining DY-15117
20 1 End Cap 650380-3
21 8 Screw (not shown) DY-644
22 |12 Washer (not shown) DY-4498
23 6 Screw (not shown) -
24 1 Brake Shaft -
25 1 Brake Hub -
26 1 Retaining Ring (not shown) -
A 1 Brake Field
24 Volts 307353-4
90 Volts 307354-4
B ! Clutch Field Sold & Serviced By:
24 Volts 307713-5 X
90 Volis 307714-5 (J ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.canl 7
sales@electromate.com

& Current design armatures are solid.



Clutch-Brake Modules

Model
@® CBP-215-125-E

5/16 x 5/32
Keyway

7.25B.C.

Clutch-Brake Module

—7.75——+
F—3.25—
F2.25 26 - r—3.10
18 41— .I L—1/2 NPT
- [»2.31-
_¢ _
t —
L 1-3/8"

Enclosed Housing

Factory Assembled
and Tested

Spline Drive
213TC/215TC Flange

5/16 x 5/32

1-3/8"
Pilot
Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM
Wi. |Torque | Speed | Voltage|Current
Model No. | Lbs. |in.Ib. | RPM vdc | amps 0 | 300 | 600 | 900 |1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBP-215-125-E| 49 | 1500 | 3600 90 .46 |1500(1320 | 1140 | 1020 | 960 | 900 | 804 | 636 | 516 | 420
Refer to Section M for torque and heat dissipation curves.
* Rated Current for 90v
Model No.
CBP-215-125-E
24 Volts | 307194-163
90 Volts 307194-164

B-18

To order use number shown in table above:
example — for 90 volt CBP-215-125-E, order 307194-164.

For controls, see Section K.

Sold & Serviced By:

& ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Enclosed Housing Clutch-Brake Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module
ltem | Qity. Description CBP-215-125-E
1 2 Key 326771
2 1 Retaining Ring RY-20191
3 1 Retaining Ring RY-20114
4 4 Tie Bolt 650378
5 2 Assembly Screw RY-20193
6 2 Bearing RY-20115
7 1 Housing 650377-1
8 1 Bearing Spacer 326699
9 1 Washer 326769-2
10 1 Splined Shaft 650340-21
11 1 Cap Screw DY-10278
12 1 Wire Clip 36-42-3
13 2 Armature 307382-1
14 1 Rotor 307820-11
15 2 Setscrew -
16 1 Rotor Hub 307751-9
17 1 Retaining Ring 327064
18 1 Bearing RY-20210
19 2 Retaining Ring DY-15117
20 1 End Cap 650380-3
21 8 Screw DY-644
22 (12 Washer DY-4498
23 6 Screw (not shown) -
24 1 Brake Shaft -
25 1 Brake Hub -
26 1 Retaining Ring (not shown) -
A 1 Brake Field
24 Volts 307353-4
90 Volts 307354-4
B 1 C|;|Lc|'\1/ |:||16|d 3077135 Sold & Serviced By:
olts -
90 Volts 307714-5 @ ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.can 9
sales@electromate.com

sk Current design armatures are solid.



DC Motor Coupler Brakes

Models
@® SSBP-56-6
@® SSBP-56-10

Two External
Lead Holes
1/2 NPT

3/8-16 Tap x
.56 Deep on a
5.875 Dia. B.C.

3/1

-—2.88
Clearance
Required to

Remove
Cover
Assembly

DC Coupler Brake

6 Key

x 1.25

~2.00

| 774501
L __4.497

0 bia.

5/8 -

Shaft Size

A2——

7.44

— .75

Enclosed Housing

Factory Assembled
and Tested

Manual Release
DC Power Off

Coupler
56C

I
IS
i"

.25

- 4501,

1,62+ 19

=il

4.503

[

5/8 Bore Size |
Available Keyway for
3/16 Square Key

Technical Data and Torque (In. Lb.)

Static DIRECT CURRENT
Wt. | Torque Current Resistance

Model No. | Lbs. | In. Lb. | Voltage Amps Ohms
72 or 24 .81 29.5
SSBR-56 B 20 90 25 390

Model No.
SSBP-56-6 SSBP-56-10
72 In. Lb. Part No. 120 In. Lb. Part No.

24 VDC M52A062Y M53A072Y

90 VDC M52A062X M53A072X
Friction Disc Kit 327202 327202-1
24 VDC Solenoid 327208 327208
90 VDC Solenoid 327209 327209

Sold & Serviced By:

J ELECTROMATE

Must be direct-coupled; not recommended for belted or other overhung load applicatignsee phone (877) SERV098

B-20

Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Enclosed Housing

Models
@ SSBP-145-6

@® SSBP-145-10

DC Coupler Brake

DC Motor Coupler Brakes

Factory Assembled
and Tested

Manual Release
DC Power Off

Coupler
145TC

——2.88 7.44
Two External R?:Sirr:ﬁ,
Lead Holes Remove —2.44—|
172 NPT rvomtly[~2.00- A
3/16 Key '124:/_LJ’ S —.25
x 1.25 ;:
| 7'8_8 4 Holes
e T - @ G- e, O 41 Dia.
| |
1.62H®H—H1.19
| T 5.875
7/8 - \lf: Dia. B.C
i U
Shoft Size ‘ 7/8 Bore Size |
3/8-16 Tap x Available Keyway for
.56 Deep on a 3/16 Square Key
5.875 Dia. B.C.

Technical Data and Torque (In. Lb.)

Static DIRECT CURRENT
Wt. | Torque Current Resistance
Model No. | Lbs. | In. Lb. | Voltage Amps Ohms
72 or 24 .81 29.5
SSBREIAS 113 00 90 25 390
Model No.
SSBP-145-6 SSBP-145-10
72 In. Lb. Part No. 120 In. Lb. Part No.
24 VDC M52C062Y M53C072Y
90 VDC M52C062X M53C072X
Friction Disc Kit 327202 327202-1
24 VDC Solenoid 327208 327208
90 VDC Solenoid 327209 327209

Sold & Serviced By:

J ELECTROMATE

Must be direct-coupled; not recommended for belted or other overhung load appligations, ne (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.cam1
sales@electromate.com



Shaft Input Modules Selection

The shaft input module gives the flexibility of belt drive into clutch and clutch-brake units that are mounted directly
to C-Face gear boxes.

The Module Base may be used in applications where the CBP Modules will have:

— Belt drive in and out of the clutch-brake module.
— Direct couple in and out of the clutch-brake module.
— Any combination of the above.

Selection Chart — SI Shaft Input and SIB Shaft Input with Base

HP RPM NEMA Frame Clutch-Brake
1/4 1800 48YC/56C CBP-56-22-Sl or SIB
1200 48YC/56C CBP-56-22-Sl or SIB
3600 48YC/56C CBP-56-22-Sl or SIB
1/3 1800 48YC/56C CBP-56-22-Sl or SIB
1200 56C CBP-56-22-Sl or SIB
3600 56C CBP-56-22-Sl or SIB
1/2 1800 56C CBP-56-22-Sl or SIB CBP-56-22 or -32-S|
1200 56C CBP-56-22-Sl or SIB
CBP-145-22 or -32-SI
3600 56C CBP-56-22-Sl or SIB
3/4 1800 56C CBP-56-22-Sl or SIB
1200 56C CBP-56-22-Sl or SIB
1200 143TC CBP-145-22-Sl or SIB
3600 56C CBP-56-22-Sl or SIB
1800 56C CBP-56-22-Sl or SIB
1 1800 143TC CBP-145-22-Sl or SIB
1200 56C CBP-56-22-Sl or SIB
1200 145TC CBP-145-22-Sl or SIB
3600 56C CBP-56-22-Sl or SIB
3600 143TC CBP-145-22-Sl or SIB
1-1/2 1800 56C CBP-56-22-Sl or SIB
1800 145TC/184C CBP-145-22-Sl or SIB
1200 145TC/184C CBP-145-32-Sl or SIB
3600 56C CBP-56-22-Sl or SIB
3600 143TC CBP-145-22-Sl or SIB
1800 56C CBP-56-32-Sl or SIB CBP-184-125-Sl
2 1800 145TC/184C CBP-145-32-Sl or SIB
1800 182TC/213C CBP-184-125-Sl or SIB
1200 145TC/184C
1200 182TC/184C/213C CBP-184-125 -Sl or SIB
3600 145TC/184C CBP-145-32-Sl or SIB
3 1800 145TC/184C
1800 182TC/184TC/213C CBP-184-125-Sl or SIB
1200 184TC/213C/215C CBP-184-125-Sl or SIB
3600 145TC/184C
3600 184TC/213C CBP-184-125-Sl or SIB
5 1800 145TC/184C
1800 184TC/213C CBP-184-125-Sl or SIB
1200 CBP-184-125-SIB
3600 184TC CBP-184-125-Sl or SIB
7-1/2 3600 CBP-184-125-SIB
1800 CBP-184-125-SIB CBP-56-22 or -32-SIB

Use this chart when the cycle rate is less than 15 CPM.

CBP-145-22 or -32-SIB

Sold & Serviced By:

J ELECTROMATE

For applications where the starts and/or stops exceed 15 CPM, heat dissipation capabilities should be considered in ?d ition to
0

torque requirements. Refer to Engineering Section M.

B-22

| FreefPhone (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com
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Toll Free Phone (877) SERV098
oll Free Fax (877) SERV099
www.electromate.cam3
sales@electromate.com




Shaft Input Modules

Models

S| Clutch-Brake Module

Open Drip Proof

Factory Assembled
and Tested

Spline Drive
Shaft Input
Mounting Base (SIB)

3/16 x 3/32

Keyway

CBP-56-22-SI
CBP-56-32-SI
CBP-56-22-SIB
CBP-56-32-SIB
9.44
5.38
~1.88-| 1/2 NPT r1.88
1.92 415
Input —F
F1.60: ———=—"F .60
vl N
—

SIB Clutch-Brake Module

r‘ 9.44 3/16 x 3/32
5.38 Keyway
3/16 x 3/32}1 gg-| 1/2 1.88-
Keyway NPT 1.924 [——6.75
Input Output
L1.60 1.601 &
5/8" 1 ‘- 5/8"
............ — ) 6.87
f [ 1 o 0 ’—_l
O oY 350
—i| I
H—L»LOO
6.00
L 4.00
5.74
Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM
Wt. | Torque | Speed |Voltage|Current
Model No. | Lbs. in. lb. RPM vdc amps 0 300 | 600 | 900 | 1200 | 1500 | 1800 | 2400 |3000 | 3600
CBPSE22S L 16 | oga | 3600 | 90 18 | 264|216 | 192 | 180 | 168 | 156 | 156 | 144 | 132 | 120
CBP-56-22-SIB 16 ’
CBP36325 | 16 | 34 | 3600 | 90 18 | 384 | 312 | 276 | 264 | 240 | 228 | 228 | 216 | 192 | 168
CBP-56-32-SIB 16 ’
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
S| Module No. SIB Module No.
CBP-56-22-SI | CBP-56-32-SI | CBP-56-22-SIB | CBP-56-32-SIB
24V | 304194-42 304294-42 304194-50 304294-50 Sold & Serviced By
90V | 304194-43 | 304294-43 304194-51 30429451 @fWELEyCTROM ATE

B-24

To order use number shown in table above: example — for 90 Volt CBP-56-32-SI, order 304294-43.

For controls, see Section K.

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Open Drip Proof Shaft Input Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module

Item | Qty. | Description (BP-56-22-SI (BP-56-32-SI (BP-56-22-SIB | (BP-56-32-SIB
Input/Output Key DY-11212 DY-11212 DY-11212 | DY-11212
Retfaining Ring DY-1102 DY-1102 DY-1102 DY-1102
Bearing DY-11500 | DY-11500 | DY-11500 | DY-11500
Locknut RY-20113 RY-20113 RY-20113 RY-20113
Hex Nut 326850 326850 326850 326850
Stud 326851-3 | 326851-3 | 326851-3 | 326851-3
Brake End Bell 650337-3 650337-3 650337-3 650337-3
Teflon Washer 326960 326960 326960 326960
Output Shaft and Hub | 650340-7 650340-7 650340-7 650340-7
Armature 304396-8 | 304396-8 | 304396-8 | 304396-8
Retfaining Ring RY-20310 RY-20310 RY-20310 RY-20310

Input Shaft and Rotor | 304528-5 | 304528-3 | 304528-5 | 304528-3
Retaining Ring (n/s) DY-10860 | DY-10860 | DY-10860 | DY-10860

— W= BANWW=N—-WN—===M2MWANN

NNNRN — — a0 — .
> OAON S0V —0O0VONOUAWN

Clutch End Bell 650389 650389 650389 650389

Cap Screw RY-20374 | RY-20374 | RY-20374 | RY-20374

Lock Washer DY-1548 DY-1548 DY-1548 DY-1548

Base (SIB Only) (n/s) | - - 650364-6 | 650364-6

Cap Screw (n/s) - - DY-12710 | DY-12710

Lock Washer (n/s) - - DY-4472 DY-4472

Bearing Support - - - -

Button Screw (n/s) - - - -

Brake Field
24 Volt DC 304353-14 | 304353-6 | 304353-14 | 304353-6
90 Volt DC 304354-14 | 304354-6 304354-14 | 304354-6  Sold & Serviced By:

B | 1| ClutkchField

24 Volt DC 304333-11 | 304333-12 | 304333-11 | 304333-12 @ ELECTROMATE
90 Volt DC 304334-11 | 304334-12 | 304334-11 | 304334-12  Toll Free Phone (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.cms
sales@electromate.com



Shaft Input Modules

Models

CBP-145-22-SI
CBP-145-32-SI

CBP-145-22-SIB
CBP-145-32-SIB

Sl Clutch-Brake Module

CP-145-32-SIB
9.44
5.38
~1.88— 1/2 NPT ~1.88 -
1.92 415
Input F
H.60 — Y
7 [ |
l == =)
‘ |
S [ S E—

3/16 x3/16
Keyway

Open Drip Proof

Factory Assembled

and Tested

Spline Drive

Shaft Input

Mounting Base (SIB)

SIB Clutch-Brake Module or Clutch Module

9.44 3/16x3/16
5.38 Keyway
3/16x3/16L1 gg4| 172 4
6.75 Kéyw(]xy/ 11884 (o7 1.88 675
1.92 i
I
Input Output
L1.60 1.604 S
7/8" '] " 7/8"
T | — N — — i 7.37
f l ! o O ’_l
O O 4.50
] - o
H_Lmo
6.00
4.00
5.74
Technical Data and Torque (In. Lb.)
Static | Max. Coil |* Rated RPM
Wt. | Torque | Speed |Voltage|Current
Model No. | Lbs. in. lb. RPM vdc amps 0 300 | 600 | 900 [ 1200 | 1500 | 1800 | 2400 | 3000 | 3600
CBP14S-2251 1 16 | 96a | 3600 | 90 18 | 264|216 192 | 180 | 168 | 156 | 156 | 144 | 132 | 120
CBP-145-22-SIB 16 ’
CBP-145-32-SI 16
CBP-145-32-SIB 16 384 3600 90 .18 384 | 312 | 276 | 264 | 240 228 | 228 | 216 192 168
CP-145-32-SIB 12
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
S| Module No. SIB Module No.
CBP-145-22-SI | CBP-145-32-SI| CBP-145-22-SIB | CBP-145-32-SIB | CP-145-32-SIB
24V | 304194-46 304294-46 304194-54 304294-54 - .
90V | 304194-47 | 304294-47 | 304194-55 304294-55 304296-55 %WWEEBEY:CTROM ATE

B-26

To order use number shown in table above: example — for 90 Volt CBP-145-22-SI, order 304194-47.

For controls, see Section K.

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Open Drip Proof Shaft Input Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module Clutch Module
Item | Qty. | Description (BP-145-22-SI | CBP-145-32-SI | CBP-145-22-SIB | CBP-145-32-SIB | CP-145-32-SIB
1 2 | Input/Output Key DY-11212 | DY-11212 | DY-11212 | DY-11212 |DY-11212
2 | 2 | Refaining Ring DY-1102 DY-1102 DY-1102 DY-1102 DY-1102
3 | 4 | Bearing DY-11500 | DY-11500 |DY-11500 |DY-11500 |[DY-11500
4 | 3 | Locknut RY-20113 RY-20113 RY-20113 RY-20113 |RY-20113
5 | 4 | HexNut 326850 326850 326850 326850 326850
6 | 4| Stud 326851-3 | 326851-3 | 326851-3 | 326851-3 |326851-3
7 11 Brake End Bell 650337-3 | 650337-3 | 650337-3 | 650337-3 |650337-3
8 |1 Teflon Washer 326960 326960 326960 326960 326960
9 |1 Output Shaft and Hub | 650340-8 | 650340-8 | 650340-8 | 650340-8 |[650340-8
10 [2®| Armature 304396-8 | 304396-8 | 304396-8 | 304396-8 |304396-8
11 | 3 | Retaining Ring RY-20310 | RY-20310 | RY-20310 | RY-20310 |RY-20310
12 | 1 Input Shaft and Rotor | 304528-6 | 304528-4 | 304528-6 | 304528-4 |304528-4
13| 2 | Retaining Ring DY-10860 | DY-10860 | DY-10860 | DY-10860 [DY-10860
16 | 1 Clutch End Bell 650389 650389 650389 650389 650389
17 | 3 | Cap Screw RY-20374 RY-20374 | RY-20374 | RY-20374 |RY-20374
18 | 3 | Lock Washer DY-1548 DY-1548 DY-1548 DY-1548 DY-1548
19 | 2 | Base (SIB Only) - - 650364-7 | 650364-7 |650364-7
20| 4 | Coap Screw - - DY-12710 | DY-12710 |DY-12710
21 | 4 | Lock Washer - - DY-4472 DY-4472 DY-4472
22 | 1 Bearing Support - - - - 304440-7
23| 3 Button Screw - - - - RY-20316
Al Brake Field
24 Volt DC 304353-14 | 304353-6 | 304353-14 | 304353-6 |-
90 Volt DC 304354-14 | 304354-6 | 304354-14 | 304354-6 |-
1 CI;?;/FilelgC 304333-11 | 304333-12 | 304333-11 | 304333-12 | 30433 e e
olt - - - - 1
90 Volt DC 304334-11 | 304334-12 | 304334-11 | 304334-12 | 304334 ELECTROMATE
@ Qfy. 1 on Cluich Module Toll Free Phone (877) SERV098

Toll Free Fax (877) SERV099
www.electromate.cam?7
sales@electromate.com



Shaft Input Modules

Models
o

CBP-184-125-SI
CBP-184-125-SIB

Input Shaft 1-1/8"

Open Drip Proof

Factory Assembled
and Tested

Spline Drive
Shaft Input
Mounting Base (SIB)

Clutch-Brake Module

Clutch/Brake Wires
36" Long
19 1/2 NPT Pipe Thread,

1/45qx1.75 Lg Key (1) Hole Location as Shown 1/45qx1.75 Lg Key
T I
.499 8.499
8497 7 176 176 8497
Pilot  Effective_ _Effective_ Pilot
Keyway' Keyway’
Length Length
( D
——2.58 —| [—2.58—
( > 4.48
C D)
1/2-13 UNC-28, .88 Deep, Output Shaft 1-1/8"/ 1/2-13 UNC-28, .88 Deep,
(4) Holes Equally Spaced (4) Holes Equally Spaced
‘ as Shown on @ 7.250 257 25 as Shown on @ 7.250
@ 9.50 7.7
Input Output

Clutch-Brake Module

7.71
Clutch/Brake Wires
36" long
1/4 5qx 1.75 Lg Key 196 L};;%Qﬂ 1/45qx 1.75 Lg Key
|
10.00
1.76 1.76
_Effective_ _Effective_
e i
| | —
—2.58— . S |—2.58 —
- 1.67-f - 1.67 !
.éﬁﬁ = = a.63 8
\‘ 2/
Input Shaft 1-1/8" Output Shaft 1-1/8"
@ 9.50 8.26
Input Output
Technical Data and Torque (In. Lb.)
Static | Max. | Coil |* Rated RPM
Wt. | Torque | Speed|Voltage |Current
Model No. | Lbs. | in. Ib. RPM vdc amps 0 300 | 600 [ 900 | 1200 | 1500 | 1800 | 2400 | 3000 | 3600
COIBLIZOS 49 | 100 | 3600 | 90 46 1500|1320 | 1140 [ 1020 | 960 | 900 | 804 | 636 | 516 | 420
CBP-184-125-SIB| 49 ? ' ? ?
* Rated Current for 90v Refer to Section M for torque and heat dissipation curves.
S| Module No. | SIB Module No.
CBP-184-125-SI | CBP-184-125-SIB
24 Volt 307194-42 307194-50 )
90 Volt | 307194-43 307194-51 Sokd & Sorviced By:

B-28

&J _ELECTROMATE

To order use number shown in table above: example — for 90 Volt CBP-184-125-SIB, oraer 307194-51.

For controls, see Section K.

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Open Drip Proof Shaft Input Modules - Replacement Parts

Replacement Parts

Model No.
Clutch-Brake Module | Clutch-Brake Module
ltem | Qity. Description CBP-184-125-SI CBP-184-125-SIB
1 2 Input/Output Key 326770 326770
2 1 Retaining Ring RY-20191 RY-20191
3 2 Retaining Ring RY-20114 RY-20114
4 4 Cap Screw RY-20380 RY-20380
5 4 Lock Washer (not shown) DY-4771 DY-4771
6 2 Bearing RY-20115 RY-20115
7 1 Housing 650377-2 650377-2
8 1 Bearing Spacer 326699 326699
9 1 Felt Washer 326769-2 326769-2
10 1 Output Shaft and Hub 650340-18 650340-18
11 8 Cap Screw (not shown) DY-644 DY-644
12 8 Lock Washer (not shown) DY-4498 DY-4498
13 2 Armature 307382-1 307382-1
14 1 Bearing RY-20073 RY-20073
15 1 Retaining Ring RY-20379 RY-20379
16 1 Rotor 307820-11 307820-11
17 1 Input Shaft and Hub 650340-16 650340-16
18 2 Retaining Ring DY-11735 DY-11735
19 1 Bearing DY-10228 DY-10228
20 1 Retaining Ring RY-20017 RY-20017
21 8 Cap Screw (not shown) RY-20276 RY-20276
22 8 Lock Washer (not shown) 101263 101263
23 1 Wire Clip 36-42-3 36-42-3
24 1 Cap Screw DY-10278 DY-10278
25 1 Clutch End Cap 650380-2 650380-2
26 1 Base (SIB Only) - 650363-7
30 4 Cap Screw - RY-20381
31 4 Lock Washer - DY-4473
A 1 Brake Field
24 Volt DC 307353-4 307353-4
90 Volt DC 307354-4 307354-4
B 1 Clutch Field )
24 Volt DC 3077135 3077135  Soag el ty
90 Volt DC 307714-5 307714-5 @ ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.cm9
sales@electromate.com

% Current design armatures are solid.
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Selection

AC Motor Brakes/Bolt On Servo Brakes

Selection Chart — AC Motor Brakes

HP RPM Nema Frame Rear Mounted Coupler
1/4 1800 48YC / 56C SSMBP-56AC-3 SSBP-56AC-3
1200 48YC / 56C SSMBP-56AC-3 SSBP-56AC-3
1/3 3600 48YC / 56C SSMBP-56AC-3 SSBP-56AC-3
1800 48YC / 56C SSMBP-56AC-3 SSBP-56AC-3
1200 56C SSMBP-56AC-3 SSBP-56AC-3
1/2 3600 56C SSMBP-56AC-3 SSBP-56AC-3
1800 56C SSMBP-56AC-3 SSBP-56AC-3
1200 56C SSMBP-56AC-6 SSBP-56AC-6
3/4 3600 56C SSMBP-56AC-3 SSBP-56AC-3
1800 56C SSMBP-56AC-6 SSBP-56AC-6
1200 56C SSMBP-56AC-6 SSBP-56AC-6
1200 143TC SSMBP-145AC-6 SSBP-145AC-6
1 3600 56C SSMBP-56AC-3 SSBP-56AC-3
1800 56C SSMBP-56AC-6 SSBP-56AC-6
1800 143TC SSMBP-145AC-6 SSBP-145AC-6
1200 56C — SSBP-56AC-10
1200 145TC SSMBP-145AC-10 SSBP-145AC-10
1-1/2 3600 56C SSMBP-56AC-6 SSBP-56AC-6
3600 143TC SSMBP-145AC-6 SSBP-145AC-6
1800 56C — SSBP-56AC-10
1800 145TC / 184C SSMBP-145AC-10 SSBP-145AC-10
1200 145TC / 184C SSMBP-145AC-10 SSBP-145AC-10
2 3600 56C SSMBP-56AC-6 SSBP-56AC-6
3600 143TC SSMBP-145AC-6 SSBP-145AC-6
1800 56C — SSBP-56AC-10
1800 145TC / 184C SSMBP-145AC-10 SSBP-145AC-10

Selection chart uses a 1.4 service factor

Selection Chart — Bolt On Servo Brakes

Holding Torque Nema Frame Shaft Dia. Model No.
3 In. Lbs. 23 1/4 SSBP-23-3
15 In. Lbs. 34 3/8 SSBP-34-15
15 In. Lbs. 34 1/2 SSBP-34-15 Sold & Serviced By:
50 In. Lbs. 42 5/8 SSBP-42-50 @ ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.caBm1
sales@electromate.com



AC Motor Brakes

Models
@® SSMBP-56AC-3
@® SSMBP-56AC-6

Enclosed Housing

and Tested

> Factory Assembled

> Manual Release
> AC Power Off
> Rear Mounted

B-32

> 56C
AC Rear Mounted Brake
Qly. (2) 3/8-16 x 2.00
Mounting Bolts
Located as Shown 4.56
on a 5.875 Dia. B.C. .25 . 294 .
3.44 } 3.85 7510 Cleargnce
I "~ Lead Outlet Required
to Remove
_Cover |
e N
4.503 . |
4501 Die- =f 3
o
Brake -Hal— T
Release Lever Fit=ro
634 e - o) - - 6.62
Dia. \ : Dia.
5/8 Bore Size o
Available Keyway o IN—.26 Dia.
for 3/16 Square Key m—
.38 Dia. Lead Holes
Located as shown
Optional External | 180° apart —1.25 =
Lead Outlet
1/2 - 14 NPT 2.81 Radius 31 Sf?rﬂ?b» .
1.19 to Pivot Point —| =
of Release Lever
Technical Data and Torque (Ft. Lb.)
Static SINGLE PHASE, 60 HZ SINGLE PHASE, 60HZ
Wt. | Torque Current Holding |Current Inrush Current Holding | Current Inrush
Model No. | Lbs. | Ft. Lb. | Voltage Amps Amps Voltage Amps Amps
SSMBP-56AC-3| 10 3
115/230 .54/.27 4.8/2.4 230/460 .27/13 2.6/1.3
SSMBP-56AC-6| 10 6
Model No.
SSMBP-56AC-3 SSMBP-56AC-6
115/230, 60HZ F51A0321 F52A0621
230/460, 60HZ F51A0324 F52A0624
Service Parts All 3 Ft. Lb. Brakes All 6 Ft. Lb. Brakes
Friction Disc Kit 327201 327202
Solenoid 115/230, 60HZ 327203 327203
Solenoid 230/460, 60HZ 327204 327204

Sold & Serviced By:

& ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.com
sales@electromate.com



Enclosed Housing

Model
@ SSMBP-145AC-10

AC Motor Brakes

> Factory Assembled
and Tested

P Manual Release
> AC Power Off
> Rear Mounted

AC Rear Mounted Brake

.38 Dia. Lead Holes
I Located as shown

Optional External | 180° apart
Lead Outlet
1/2 - 14 NPT 2.81 Radius

7/8 Bore Size
Available Keyway
for 3/16 Square Key

P> 145TC
Qty. (2) 3/8-16 x 2.00
Mounting Bolts
Located as Shown 4.56
on a 5.875 Dia. B.C. 25 204
7510 Clearance
1| [T Lead Outlet equire
to Remove
Cover
N
B '
6.34 Eilbe - o) - - 6.62
Dia. IR Dia.
I I™—.26 Dia.
—{1.25 =
.31 Set DIM
for Hub— =
1.19 to Pivot Point —| =

of Release Lever

Technical Data and Torque (Ft. Lb.)

Static SINGLE PHASE, 60HZ
Wt. | Torque Current Holding | Current Inrush
Model No. Lbs. | Ft. Lb. | Voltage Amps Amps
SSMBP-145AC-10| 10 10 230/460 .27/.13 2.6/1.3
Model No.
SSMBP-145AC-10
230/460, 60HZ F52C0724
Service Parts All 10 Ft. Lb. Brakes
Friction Disc Kit 327202
Solenoid 230/460, 60HZ 327204

Sold & Serviced By:

J ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.cam3
sales@electromate.com



AC Motor Brakes Enclosed Housing

Models
@ SSBP-56AC-3 Factory Assembled
@ SSBP-56AC-6 and Tested
Manual Release
AC Power Off
Coupler
56C

AC Coupler Brake

—2.88 7.44
Two External Clearance

Lead Holes e’ —2.44—
172 NPT pomly [-2.00+ REERE
3/16 Key A2 S 05
x 1.25

- 4.5
4.5

1.62++HxfH 19

5/8 -
Shaft Size [r

5/8 Bore Size |

3/8-16 Tap x Available Keyway for
.56 Deep on a 3/16 Square Key
5.875 Dia. B.C.
Technical Data and Torque (Ft. Lb.)
Static SINGLE PHASE, 60 HZ SINGLE PHASE, 60HZ
Wt. | Torque Current Holding |Current Inrush Current Holding | Current Inrush
Model No. | Lbs. | Ft. Lb. | Voltage Amps Amps Voltage Amps Amps
SSBP-56AC-3 | 13 3
115/230 .54/.27 4.8/2.4 230/460 .27/13 2.6/1.3
SSBP-56AC-6 | 13 6
Model No.
SSBP-56AC-3 SSBP-56AC-6
115/230, 60HZ M51A0321 M52A0621
230/460, 60HZ M51A0324 M52A0624
Service Parts All 3 Ft. Lb. Brakes All 6 Ft. Lb. Brakes
Friction Disc Kit 327201 327202
Solenoid 115/230, 60HZ 327203 327203
Solenoid 230/460, 60HZ 327204 327204

Sold & Serviced By:

Must be direct-coupled; not recommended for belted or other overhung load applic@. ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
B-34 www.electromate.com
sales@electromate.com



Enclosed Housing AC Motor Brakes

Model

@ SSBP-56AC-10 Factory Assembled
and Tested
Manual Release
AC Power Off
Coupler

56C

AC Coupler Brake

—2.88 7.44
Two External Rce\::i:c;zc;
Lead Holes Remove —2.44—|
1/2 NPT ASCSZVI:L‘Y L 2.00 — —.75
36key- | V2T AR 25 sm e
x 1.25 ﬁ:
| 7.88 4 Holes
L__ e : f €
e b - @ S| s, O /.41 Dia.
1,62+t H1.19
| ] 5.875
E [ Dia. B.C
5/8 \l_—
i Ul
Shaft Size ‘ 5/8 Bore Size |
3/8-16 Tap x Available Keyway for
.56 Deep on a 3/16 Square Key
5.875 Dia. B.C.

Technical Data and Torque (Ft. Lb.)

Static SINGLE PHASE, 60 HZ
Wt. | Torque Current Holding |Current Inrush
Model No. | Lbs. | Ft. Lb. | Voltage Amps Amps
SSBP-56AC-10| 13 10 115/230 .54/.27 4.8/2.4
Model No.
SSBP-56AC-10
115/230, 60HZ M52A0721
Service Parts
Friction Disc Kit 327202
Solenoid 115/230, 60HZ 327203

Sold & Serviced By:

Must be direct-coupled; not recommended for belted or other overhung load op@flcELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.caBms
sales@electromate.com



AC Motor Brakes Enclosed Housing

Models
@ SSBP-145AC-6 Factory Assembled
@ SSBP-145AC-10 and Tested
Manual Release
AC Power Off
Coupler
145TC

AC Coupler Brake

——2.88 7.44
Two External R?:.?irraegc;
Lead Holes move —2.44 ]
1/2 NPT sty -2.00 =S )
3/16 Key -‘Q:E/j_; CF )25 K
x 1.25 =
| 7.88 4 Holes
L 4 | .
A4S0, T FEEY i Dia. )
|_iogoie e R | R ! |/".41 Dia.
o
1.62 -1 Xf—+1.19
| ] 5.875
- = Dia. B.C
7/8 -
Shaft Size T ey

7/8 Bore Size |

3/8-16 Tap x Available Keyway for
.56 Deep on a 3/16 Square Key
5.875 Dia. B.C.

Technical Data and Torque (Ft. Lb.)

Static SINGLE PHASE, 60 HZ
Wt. | Torque Current Holding | Current Inrush
Model No. |Lbs. | Ft. Lb. | Voltage Amps Amps
SSBP-145AC-6 | 13 6
115/230 .54/.27 4.8/2.4
SSBP-145AC-10| 13 10
Model No.
SSBP-145AC-6 SSBP-145AC-10

115/230, 60HZ M52A0621 M52A0721
Service Parts
Friction Disc Kit 327202 327202
Solenoid 115/230, 60HZ 327203 327203

Sold & Serviced By:

Must be direct-coupled; not recommended for belted or other overhung load qpplic@. ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
B-36 www.electromate.com
sales@electromate.com



Enclosed Housing AC Motor Brakes

Model

@ SSBP-145AC-10 Factory Assembled
and Tested
Manual Release
AC Power Off
Coupler

145TC

AC Coupler Brake

——2.88 7.44
Two External é':si’r:’(‘f;
Lead Holes Remove —2.44—
1/2 NPT romity 2.0 REERE
3/16 Key "2:‘”’,1_; 25
x 1.25 1
i 7.88 4 Holes
e P - @ G| e, O 41 Dia
ai
1.62--Hxt—+h19
IR = 5.875
] i Dia. B.C
7/8 \r—
. Ureo-
Shaft Size 7/8 Bore Size \
3/8-16 Tap x Available Keyway for
.56 Deepona 3/16 Square Key
5.875 Dia. B.C.

Technical Data and Torque (Ft. Lb.)

Static SINGLE PHASE, 60HZ
Wt. | Torque Current Holding | Current Inrush
Model No. Lbs. | Ft. Lb. | Voltage Amps Amps
SSBP-145AC-10 13 10 230/460 .27/.13 2.6/1.3
Model No.
SSBP-145AC-10
230/460, 60HZ M52C0724
Service Parts All 10 Ft. Lb. Brakes
Friction Disc Kit 327202
Solenoid 230/460, 60HZ 327204

Sold & Serviced By:

Must be direct-coupled; not recommended for belted or other overhung load op@thLECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
www.electromate.cam?7
sales@electromate.com



Bolt On Servo Brakes Enclosed Housing

Models
@® SSBP-23-3 Factory Assembled
and Tested
@® SSBP-34-15 Clamp Collar Input
@ SSBP-42-50 24 VDC
Nema 23, 34 and 42
Bolt On Servo Brake
A dia.

square > o L ——

o /
DA
\

Dimensions

Frame | Shaft &
Model No.| Size |Hub Dia.] A | AH Al AK B BB BH H N | L (o] P

SSBP-23-3 23 1/4 2.25(10.7012.625] 1.500 | 1.181 0.10 | 2.13 ] (4X) .205 | (4) #10-24-2B| 16.75 | 1.865 | #6-32 | 30°
SSBP-34-15| 34 3/8 3.2511.16 13.875] 2.875|1.58] 0.10| 3.25| (4X) .222 | (4) #10-24-2B| 18.00 | 2.578 | 1/4-28 | 15°
SSBP-34-15| 34 1/2 3.25(1.16 13.875] 2.875|1.58|0.10 | 3.25| (4X) .222 | (4) #10-24-2B| 18.00 | 2.578 | 1/4-28 | 15°
SSBP-42-50| 42 5/8 4.25]1 1.23 14.950 | 3.000 | 2.27 | 0.10 | 3.50| (4X) .320 | (4) 1/4-20-2B | 18.00 | 4.056 | 1/4-28 | 90°

Technical Data and Torque (In. Lb.)

Static
Wt. | Torque | Inertia | Voltage
Model No. | Lbs. | In.Lbs. | Lb.In2 | VDC | Amps | Ohms

SSBP-23-3 1.1 3 0.009 24 0.182 132
SSBP-34-15 | 2.9 15 0.112 24 0.369 | 65.1
SSBP-34-15 | 2.9 15 0.112 24 0.369 | 65.1
SSBP-42-50 | 6.0 50 0.206 24 0.717 | 35.5

Model No.
SSBP-23-3 SSBP-34-15 SSBP-34-15 SSBP-42-50
Shaft Diameter 1/4 3/8 1/2 5/8 _
24 VDC 8923-2331 8934-2551 8934-2661 8942-277 P o n

< ELECTROMATE

Toll Free Phone (877) SERV098
Toll Free Fax (877) SERV099
B-38 www.electromate.com
sales@electromate.com



