Nippon Pulse SLP35

Your Partner in Motion Control Acculine Stage

¢ High Thrust, High Speed, High Responsiveness,
High Precision, Long Stroke

e Simple Design and Easy Installation

¢ Non-Contact Drive means Low Noise, Long Lifespan,
and Maintenance-Free

Stage Specifications
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Moving Mass kg 4.4

Horizontal

Wall

Note316 Acceleration Force given is based on the output with the use of the following driver - SLP35: (14) Hitachi Production Machine System

Note 2: The effective ampera l?e when the temperature increase of the coil front becomes 110K.
Note 3: An average value of U-V, U-W, ai

Note 4: There are instances when this is not achleved due to load or Oﬁeratlon specifications.
Note 5: There are instances when this is not achieved due to the length of the stroke.

Note 6: Contact NPA for longer stroke lengths.
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* Driven bx ADA3-01LL2 driver with 200 AC input. * Driven by ADA3-01LL2 driver with 200 AC input. Tt
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Nippon Pulse

Your Partner in Motion Control

SLP35

Acculine Stage

Single Slider Dimensions
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U-red; V-white; W-black

Encoder Cable

Outer Diameter ¢ 6.1
JST HL Connector (male)

ai

(140)
Power Supply /i (140)

Cable

All units are listed as mm

Heidenhain
Outer Diameter ¢ 4.3
Dsub 15 Pin Connector (Male)

Double Slider Dimensions

For frame ground terminal

For frame ground terminal

5 (mechanical stop)
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